 (
Monday
Designed the second 
idea(
where the motor is away from the wall)
2
Steps Taken to Reach Objective:
Objective (s):
Designed the 2 
drivetrain
 ideas
List issues / Complications
:
1
3
4
Drew the first 
drivetrain
 idea (where the hub is attached to the axle)
Tues
day
Found problems with the motor
2
Steps Taken to Reach Objective:
Objective (s):
Began repair to the 
drivetrain
.
List issues / Complications
:
1
3
4
abcdefghijklmnopqrstuvwxyz
Took apart one side of the whole system
Wednes
day
Need to make a sort-of spacer to keep it away from the wall
2
Steps Taken to Reach Objective:
Objective (s):
Adjusted the hub for the wheel to fix the 
drivetrain
  
List issues / Complications
:
1
3
4
Grinded multiple times to flatten out the edge
Thurs
day
2
Steps Taken to Reach Objective:
Objective (s):
Ground down the hub to a 25degree 
chanfer
List issues / Complications
:
1
3
4
Monday
Fixed the wheel by re-inserting the spacers into the wheel 
2
Steps Taken to Reach Objective:
Objective (s):
Had a 2 hour delay
List issues / Complications
:
1
3
4
Re 
nutted
 the wheel
BegAN
 
TO  FIX
 THE LEFT SIDE OF THE DRIVETRAIN 
)
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